
CYLINDRICAL GEAR TECHNOLOGY
HÖFLER

As a leading gear-cutting technology company, we strive to optimize both our quality and our production processes on an on-going basis. The benefit to you: 

Currently we can guarantee extremely short delivery times for some HÖFLER cylindrical gear grinding machines. If you still want to use up your budgets this 

year, place an order today so you can meet extremely short order deadlines as quickly as possible!

BRing a Swing to YouR oRdER PRocESSing!

You will find technical details on the reverse.

   Maximum flexibility due to K/KK/SK variants (optional)

   Maximum efficiency through reliable automation (optional)

   Uncompromising accuracy thanks to an integrated testing system

   Reliable directly driven machine table

   Solid single-bed construction

   Ergonomically compact and easily accessible

HÖFLER cYLindRicaL gEaR gRinding MacHinE HELiX 400

HigHLigHtS

Type Size

HELIX 400

HELIX SK 400

dELivERaBLE Soon:

You will find technical details on the reverse.

   Highly flexible directly driven 5-axis grinding head and adjustment of the  

 tilt angle during the grinding process

   Stable mineral-cast, single-bed base with optimized damping characteristics

   Precise machine table control via torque motor drive

   Optional internal toothing grinding arms

   Grinding result checked and controlled by integrated measuring and automatic  

 corrections during the grinding process

HÖFLER cYLindRicaL gEaR gRinding MacHinES RaPid 650 – 1250

HigHLigHtS

Type Size

RAPID LK 650

RAPID 800

RAPID 1250

dELivERaBLE Soon:

oRdER now to BE SuRE oF gEtting onE oF tHESE MacHinES,  
avaiLaBLE witHout dELaY. tEL.: +49 7243 599-0



RangE oF aPPLication HELiX 400 HELiX 400 SK

outer toothed gear diameter (max.) Ø 400 mm

toothed gear root circle diameter (min.) Ø 10 mm

axial stroke length 260 mm

distance between centers over table 
(min. – max.)

325 – 745 mm

Profile height (max.) 35 mm 35/25/15 mm

Module (min. – max.) 0.5 to approx. 15*

Pressure angle no restriction

Swiveling angle +/-45°

grinding wheel diameter (max.) Ø 400 mm Ø 300/100/50 mm

grinding wheel diameter, shoulder (min.) Ø 174 mm Ø 80/40/15 mm

grinding wheel width (max.) 45 mm 40/25/15 mm

grinding spindle drive (max.) 15 kW 7 kW

tool slide stroke speed (max.) 6 m/min (12 m/min)**

table diameter Ø 180 mm

table load (max.) 100 kg

table hole (diameter x depth) Ø 75 x 40 mm

table speed (max.) 85 rpm

diamond dressing roll (diameter x depth) Ø 160 x 13 mm

Machine dimensions (L x w x H) 
including all standard assemblies, approx.

4,600 x 5,100 x 2,700 mm 4,600 x 5,100 x 3,000 mm

net weight approx. 10,000 kg

*   depending on the toothing geometry,  ** available at extra charge

RangE oF aPPLication RAPID 650 – 800 RAPID 1000 – 1250

outer toothed gear diameter (max.) Ø 650 (800)* mm Ø 1,000 (1,250)* mm

toothed gear root circle diameter (min.) Ø 0 mm

axial stroke length 650 (1,000/1,500)* mm 1,000 (1,500)* mm

working range over table (min. – max.) 350 – 1,000 (1,350/1,850)* mm 350 – 1,350 (1,850)* mm

distance between centers over table (min. – max.) 500 – 1,200 (1,500/2,000)* mm 500 – 1,500 (2,000)* mm

Profile height (max.) 80 (60/20)**** mm

Module (min. – max.) approx. 0.5 to 35***

Pressure angle no restriction

Swiveling angle –45°/+120°

grinding wheel diameter (min.) Ø 400 (300/100)**** mm

grinding wheel diameter, shoulder (min.) Ø 206 (110/20)**** mm

grinding wheel width (max.) 90 (60/20)**** mm

grinding spindle drive (max.) 24 (37)* (38.5)**** kW

tool slide stroke speed (max.)  6 m/min (12 m/min)*

table diameter Ø 600 mm Ø 980 mm

table load (max.) 3,000 kg 8,000 kg

table hole (diameter x depth) Ø 210 x 700 mm Ø 370 x 400 mm

table speed (min. – max.) 0 – 45 rpm 0 – 30 rpm

diamond dressing roll (diameter x depth) Ø 120 x 26 (Ø 160 x 13)**** mm

Machine dimensions (L x w x H) 
including all standard assemblies, approx.

5,000 x 7,100 x 3,200 (3,500/4,000)** mm 5,800 x 7,100 x 3,600 (4,100)** mm

net weight approx. 23,000 – 26,000 kg** 28,000 – 30,000 kg**

internal grinding* Optional internal grinding arms available for small and large gearings

* available at extra charge, ** depending on version with **** , *** depending on the toothing geometry,  

**** K variant: Optional grinding spindle, specifically for small grinding wheels [charged separately]

HÖFLER cYLindRicaL gEaR gRinding MacHinE HELiX 400

tEcHnicaL data

HÖFLER cYLindRicaL gEaR gRinding MacHinES RaPid 650 – 1250

KLingELnBERg gmbH

Peterstrasse 45

D-42499 Hueckeswagen

Tel.:  +49 2192 81-0

Fax:  +49 2192 81-200

KLingELnBERg gmbH

Industriestrasse 19 

D-76275 Ettlingen

Tel.:  +49 7243 599-0

Fax:  +49 7243 599-165

KLingELnBERg ag

Binzmuehlestraße 171

CH-8050 Zurich

Tel.: +41 44 278 7979

Fax:  +41 44 273 1594

inFo@KLingELnBERg.coM     www.KLingELnBERg.coM     www.HoFLER.coM EN
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